
UK SET UP INSTRUCTIONS      

3614 SIENNA PLACE FOUNTAIN  
                                                                
Open the bag containing the pump kit UK110024.  In the kit you will find: 

1 – PUMP 1100 (12v AC, 50Hz)   1 - 1/2" plastic tee  1 – hose clamp    
1 - 12" long piece of 1/2" clear tubing  1 – 2-hole rubber stopper    

 
1.  Select an area that is firm and level where the fountain will be displayed.  Find the fountain pool and the four pool risers. 
In the selected area locate the fountain center.   Using the fountain center as a starting point place the pool risers 47” apart 
on a X-Y axis with the sloped side of the riser facing the outside.  One riser will be under each of the four rounded areas of 
the pool.  Place the fountain pool onto the risers and position. 
 
2.  Find the pump, the 1/2" clear tubing 12" long, hose clamp and the 2-hole rubber stopper.  Attach the piece of 1/2" clear 
tubing 12" long to the outlet side of pump with the hose clamp.  Place the pump in the pump house located in the center of 
pool.  Run the plug end of the power cord down the PVC pipe located in the pump house.  Retrieve cord from under pool.  
Slip the 2-hole rubber stopper onto the power cord with the smaller end facing away from the pump.  Insert the 2-hole 

rubber stopper snugly into the PVC pipe.  Make sure the pump is seated on the bottom of the pump house.  To make a 

water tight seal, apply silicone in the hole and around the wire that is in the rubber stopper.   
  
3.  To level pool, place the level on the top rim of the pump house in the center of the pool and level in all directions. 

Shim if needed between riser and pool. 
                
4.  Find the center column.   On a padded surface carefully lay the center column on its side.  On the bottom of the center 
column you will see a copper pipe.  Clean any excess concrete and or tape from this copper pipe.  
 
5.  Look inside the pump house.  There you will find the piece of 1/2" clear tubing 12" long that you will connect to the 

center column.  Cut the 1/2" clear tubing to the proper length.  Place a piece of padding on the pump house.  Place the 
center column on the pump house.  Have one person tilt and hold the center column and another person connect the 1/2" 
clear tubing to the copper connection located in the bottom of the center column.  Remove padding.  Position the center 
column on the pump house. 
 
6.  Find the 1/2" plastic tee and the remainder of the 1/2" clear tubing.  Cut one piece of the 1/2" clear tubing 3" long and 
attach it to the middle connection of the 1/2" plastic tee.  Attach the center connection of the 1/2” plastic tee to copper pipe 
located in the top cavity of the center column.  Position the outlets of the 1/2” plastic tee so the water will flow into the 
corners.  Find the finial and position the finial on top of the center column. 
 
7.  Fill pool with tap water and plug pump into a 240VAC RCD protected mains outlet.  Adjust water flow to the center 
column using the dial type flow control located on the front of the pump until the desired result is achieved. 
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