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POTWIERDZENIE SPECYFIKACJ {do wypeklnienia przez dostawce]
DOSTAWCA;

CIESC:

PODANA CENA:

Potwierdzamy (dostawca) doslarczac ten produkt, wraz ze wszystkimi czesciami

zgodnie ze specyfikacja zawarta w szkicachiwzorach dostarczonych przez FG

FPodpisano (dostawca):
Data:

"ALL copyright and unregistered design rights in these drawings and the products depicted are the property of Forest Garden plc”

FOREST BADGE
PLACED CENTRALLY ON THE ARC
AND FIXED WITH 2 X STAPLES

MANUFACTURING NOTES

MATERIAL - SOFTWOOD, MIXED SPECIES. ALL TIMBER MUST
BE FSC CERTIFIED.

FINISH - ALL TIMBER AIR ORIED (with o maximum maisture
content of 2896 prior fo pressure freatment], AND PLANED
ALL ROUND. EACH LATTICE BATTEN MUST BE SECURED TO
OUTER FRAMEWORK WITH ONE STAPLE PLACED THROUGH THE
FRAMEWORK INTO THE BATTEN. EACH INTERSELTION OF
LATTICE BATTENS MUST BE SECURED WITH ONE STAPLE
PLACED THROUGH THE TOP PIECE INTO THE BOTTOM ONE
OUTER FRAMEWORK JOINTS MUST BE SECURED TOGETHER
WITH TwO STAPLES PLACED THROUGH UPPER AND LOWER
SIOE OF EACH JOINT.

TREATMENT - CLO. TREATED NO OYE MUST BE CHROME
FREE EG. WOLMANIT/TAN-E

TOLERANCE - ALL COMPONENTS +0 OR -Zmm LENGTH/+ OR
~nm WIDTH/THICKNESS. GENERAL ASSEMBLY + OR -2mm

HIDCOTE FAN LATTICE 1.8x0.6M

Monufocturing Notes - Treatment must be Chrome Free Hordware used should be either stainless steel
(grade 316)carbon steel with high performance coafing, copper, silicone bronze or hot dipped galvanized
steel to BS7371 pté. Any hardware coatfing should not be damaged by nail\staple application.

NAME DATE
DRAWN shalff BINE FO YESt Ga fde n ple
[HECKED Units 291 & 296 Horflebury Trading Estate
TIT! Hartlebury, Worcs

HICOTE FAN TRELLS

LE
HIDCOTE FAN LATTICE 180x60cm  |0Y10 &8
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